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ELCi KACAK ARAMA CANTA SETi (ELC-S08).

icindekiler
1. 12V aki beslemeli UV lamba (5 m kablolu)
2. UV koruma gozIigi
3. 10ml enjektor
4. Cekvalfli, hizh gegisli arag baslik aparati
5. 2 adet 100ml UV sivi (Toplam 26 araglik)

Kullanim Sekli

- Enjektore 7,5ml UV gekilir (1500gr’a kadar olan sistemler igin).

- Klima bakim cihazi ile klima sisteminin devreye girecegi kadar sogutucu gaz génderilir.

- Baglanti aparatina enjektori monte edilir (3 nolu parga ve 4 nolu parca).

- Klima sistemi ¢alisirken sistemin algak basing hattindan enjektérdeki UV sivi emdirilir.

- Klima sistemi yaklasik 1 saat calistirilir.

- 1saat sonunda, UV lamba aki kutup baslarina baglanir (kirmizi ug arti (+), siyah ug eksi (-) kutup). Operatér
UV koruyucu go6zIUgi takarak sistem borularinda ve birlesim yerlerinde UV lamba yardimi ile sizinti arar.

ELCI LEAK DETECTION KIT (ELC-S08)

Kit Content

1. 12V battery-powered UV lamp (5 m cable)

2. UV protection goggles

3. 10ml injector

4. Quick change car nozzle attachment with check valve

5. 2 pcs of 100ml UV leak detection dye (Total for 26 applications)

How to Use

- Fill the injector with 7,5ml UV leak detection dye (for systems up to 1500gr).

- Charge a sufficient amount of refrigerant into the air conditioning system with the air conditioner service machine.
- Connect the injector to the connection apparatus (part 3 and part 4).

- While the air conditioning system is running, connect the injector to the low-pressure line of the system and let the
UV leak detection dye in the injector be absorbed by the ac system.

- Run the air conditioning system for approximately 1 hour.

- After 1 hour, connect the UV lamp to the battery terminals (red terminal is positive (+), the black terminal is
negative (-) terminal). Put on the UV protective glasses and look for leaks in the system pipes and joints with the help
of a UV lamp.
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